DITCH TYPE | DITCH TYPE I DITCH TYPE Il
SLOPE VEL. Q VEL. Q VEL. Q
(%) (FPS) (CFS) (FPS) (CFS) (FPS) (CFS)
0.5 1.4 4 2.2 14 4.1 23
1.0 2.5 11 3.3 20 NOT PERMITTED
1.9 3.4 20 NOT PERMITTED NOT PERMITTED
2.0 4.3 26 NOT PERMITTED NOT PERMITTED
2.5 0.0 52 NOT PERMITTED NOT PERMITTED
3.0 (4) 5.7 37 NOT PERMITTED NOT PERMITTED
NOTES: 1. SEE FIGURE 400—-17 FOR GEOMETRY OF ROADSIDE DITCH

2. VELOCITY IS BASED UPON THE SCS RETARDANCE CURVE
"D". SEE FIGURE 400—13.

S. CAPACITY IS BASED UPON THE SCS RETARDANCE CURVE
"C”.  SEE FIGURE 400-13.

4. MAXIMUM PERMISSIBLE SLOPE FOR ROADSIDE DITCH IS
3.0%. SLOPE LIMITATION IS BASED ON A MAXIMUM
FROUDE NUMBER OF 0.8 FOR TYPE | AND Il AND 0.9
FOR TYPE Il DITCH.

S. LINEARLY INTERPOLATE FOR INTERMEDIATE SLOPES.
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